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Holder of Certificate: HAGS Aneby AB
Grännavägen 7
578 23 Aneby
SWEDEN

Certification Mark:

 
Product: Playground equipment

UniMini Part 1, A-F

The product was tested on a voluntary basis and complies with the essential requirements. The 
certification mark shown above can be affixed on the product. It is not permitted to alter the 
certification mark in any way. In addition, the certification holder must not transfer the certificate to 
third parties. This certificate is valid until the listed date, unless it is cancelled earlier. All applicable 
requirements of the testing and certification regulations of TÜV SÜD Group have to be complied. For 
details see: www.tuvsud.com/ps-cert

Test report no.: 713276464-4

Valid until: 2027-12-15

Date, 2022-12-20

( Michael Weber )
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Model(s): Abby, Adventure Trail, Adventure Trail Bågbro, 
Adventure Trail Klätterbro,
Adventure Trail Kryptunnel, 
Adventure Trail Nätbro, 
Adventure Trail Stegbro,
Agen, Ajko, Amiral, Amorette,
Amris, Apista, Aro, Astrax, Atona,
Auro, Aviel, Ballero, Bexy, Boren,
Brix, Brook, Cantoni, Clav, Della,
Delvi, Dinghy, Dirix, Edmund, Edsberg,
Eima, Esper, Eza, Faltow, Feim, Firon

Parameters:
Combination playground systems consist of platforms, barrier, 
guardrail, slides and nets and post in color and anchoring options.

Module dimension:   0.67 m
Steel material:          galvanized and powder lacquered
Post and beam:        Laminated timber, steel tubing 70 mm 
Barrier material:       Wood, steel, HPL
Floor material:          Wood, steel, composite-steel 
                                 (recycled polyethene), Polyretan (PUR)
Roof material:           Wood, steel, HPL, polypropylene 
Chain:                       Hot galvanized chain with covering
                                 in solid polyurethane
Slide surface:           Stainless steel or rotary-cast polyethylene 

Anchoring:               Sunken concrete base
                                Sunken steel base/frame
                                Concrete foundation on site
                                Anchoring on concrete (expansion bolt)
 

Tested 
according to:

DIN EN 1176-1:2017
EN 1176-1:2017
DIN EN 1176-3:2017
EN 1176-3:2017


		2022-12-20T10:33:41+0100
	
 TÜV SÜD Product Service GmbH 
 Certification Body 
 Ridlerstraße 65 
 80339 Munich 
 Germany 
 
 TÜV SÜD America Inc. 
 401 Edgewater Place Suite #500 
 Wakefield, MA 01880 USA 
 
 TÜV SÜD PSB Pte Ltd 
 15 International Business Park 
 TÜV SÜD @ IBP 
 Singapore 609937 
 
 TUV SUD BABT 
 Octagon House 
 Concorde Way 
 Fareham 
 Hampshire 
 PO15 5RL 
 United Kingdom 
 
 TÜV SÜD Certification and Testing (China) Co. Ltd. 
 No. 10 Huaxia Rd.(m) 
 Xishan District 
 Wuxi 
 Jiangsu 
 P.R.China 
 
 TÜV SÜD DO BRASIL SFDK 
 Rua do Tesouro, 23 - 17° andar 
 São Paulo - SP 
 01013-020 
 Brasil
	
This certificate has been digitally signed by TÜV SÜD Product Service GmbH on behalf of the certificate issuing certification body as named in the pdf document's footer.
 
The sole responsiblity for the content of the certificate is with the certificate issuing certification body.




