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Holder of Certificate: HAGS Aneby AB
Grännavägen 7
578 23 Aneby
SWEDEN

Certification Mark:

 
Product: Combination playing construction

The product was tested on a voluntary basis and complies with the essential requirements. The 
certification mark shown above can be affixed on the product. It is not permitted to alter the 
certification mark in any way. In addition, the certification holder must not transfer the certificate to 
third parties. This certificate is valid until the listed date, unless it is cancelled earlier. All applicable 
requirements of the Testing, Certification, Validation and Verification Regulations of TÜV SÜD Group 
have to be complied. For details see: www.tuvsud.com/ps-cert

Test report no.: 713356215-09

Valid until: 2030-04-22

Date, 2025-05-02

( Jens Biesenack )
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Model(s): Playcubes Ara 3.4, Playcubes Aries 6.4, 
Playcubes Leo 3.2, Playcube Lynx 3.2, 
Playcubes Pictor 1.3, Playcubes Canis Major 4.2, 
Playcubes Serpens 4.3, Playcubes Virgo 3.2, 
Playcubes 1.0, Playcubes 1.0 M, Playcubes 4.0,
Playcubes 4.0 M, Playcubes 7.0, Playcubes 7.0 M
Playcubes 8.0 SL, Playcubes 8.0 SLM

Parameters:
Combination playground systems consist of plastic or steel cubes mounted alone or together, 
components, fireman pole, ladder, tunnel bridge, banister rail, slides and post in color Options.

Module dimension:    L 1.52 m x W 1.32 m x H 1.25 m

Metalcubes:          Steel parts - EN10149-2 S355MC
                              Aluminium corners and windows 319.0-F
                              Aluminium Logo plate - Aluminium 535.0-F

Components: 
Steel material:       Powder coated: 
                              Steel EN 10305-3 E370+CR2
                              Stainless steel EN 10296-2 1.4301
                              Aluminum AL 6063 

Plastic material:    LLDPE-Linear Low Density 
                              Polyethene
                              FlexTread 

Rope:                    Rope 16 mm BN Glued

Slide-Plastic:        LLDPE-Linear Low Density
                             Polyethene
Slide-Steel           Stainless steel

Anchoring:           CC - Concrete foundation on site
                            OM - Anchoring on concrete (expansion bolt)

Tested 
according to:

DIN EN 1176-1:2024
EN 1176-1:2017/A1:2023
DIN EN 1176-3:2017
EN 1176-3:2017
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